INSTALL FIRE RING WITH

IDENTIFICATION MARKS

FACING UP.

* 8924083 WIDE GAP
(60 BHP/CYL MODELS N
ABOVE) “BLUE STRIPE AND
CHAMFER ON ID AT TIP”

* 8924084 STANDARD GAP
(LESS THAN 60 BHF/CYL L/
MODELS)

Wi
8926351<:

ALIGN GAP OF 2ND RING 180°
FROM GAPS OF 1ST & 3RD
RINGS.

8922221 — |

“WHITE STRIPE ID”

* TURBO APPLICATION
8926402 TOP (CHROME)
8926403 BOTTOM

(WHITE STRIFE)
“NON SLOTTED"

* NON-TURBO
APPLICATION
5109871 TOP (CHROME)
5179824 BOTTOM
“SLOTTED"

5179824
“‘SLOTTED”

BOTH TURBO AND NON-TURBO
APPLICATIONS

ALL RING SCRAPER EDGES TO POINT
AWAY FROM DOME. ALIGN RING
CAPS A & C 90° FROM EXPANDER
GAFS. ALIGN RING GAPS B & D 180°
FROM A & C.

——

-«—— DOME

23522026 18.7:1
23522175 18.7:1 TBC
23521992 17.1
23522160 17:1 TBC

SKIRT

EXPANDER
5148261 OR 5112016
(SEE NOTE)

NOTE:

5148261 LOW TENSION (ORANGE).
5112016 HIGH TENSION (WHITE).
THIS EXPANDER USED IN NON-
TURBO AND TRANSIT BUS
APPLICATIONS




